FIRST BRANDS CORP -- ST3008 STP DIESEL FUEL TREATMENT & INJECTOR C

MSDS Safety Information

FSC: 9130
MSDS Date: 02/12/1991
MSDS Num: BNZFZ
LIN: 00F025141
Product ID: ST3008 STP DIESEL FUEL TREATMENT & INJECTOR CLEANER
MFN: 01
Responsible Party
Cage: DO273
Name: FIRST BRANDS CORP
Address: 83 WOOSTER HEIGHTS RD BLDG 301
Box: 1911
City: DANBURY CT 06813-1911
Info Phone Number: 203-731-2300
Emergency Phone Number: 203-731-2300
Preparer's Name: R. L. LEWIS
Review Ind: Y
Published: Y

Preparer Co. when other than Responsible Party Co.

Cage: DO273
Assigned Ind: Y
Name: FIRST BRANDS CORP (PHONE: 203-728-6194)
Address: 88 LONG HILL ST
City: EAST HARTFORD CT 06108

Contractor Summary

Cage: DO273
Name: FIRST BRANDS CORP (PHONE: 203-728-6194)
Address: 88 LONG HILL ST
City: EAST HARTFORD CT 06108
Phone: 203-731-2300, CHEMTREC 800-424-9300
Cage: 0CXZ7
Name: PRESTONE PRODUCTS CORP
Address: 39 OLD RIDGEbury RD
City: DANbury CT 06810-5109
Phone: 203-731-3686/830-7865

Ingredients

Cas: 8008-20-6
RTECS #: OA5500000
Name: KEROSENE, KEROSINE
% Wt: 40-60%
Other REC Limits: 100 MG/CUM NIOSH

Cas: 64742-94-5
RTECS #: WF3100000
Name: SOLVENT NAPHTHA, HEAVY AROMATIC NAPHTHA
% Wt: 30-40%
Other REC Limits: 100 PPM (TWA)

Cas: 91-20-3
RTECS #: QJ0525000
Name: NAPTHALENE; MOTH FLAKES; MOTH BALLS; NAPHTHALIN; CAMPHOR TAR; WHITE TAR
% Wt: 0-4%
Other REC Limits: 10 PPM
OSHA PEL: 50 MG/CUM
ACGIH TLV: 52 MG/CUM
EPA Rpt Qty: 100 LBS
DOT Rpt Qty: 100 LBS

Name: ADDITIVES
% Wt: 1-5%

Cas: 25551-13-7
RTECS #: DC3220000
Name: TRIMETHYL BENZENE
% Wt: 0-2%
Other REC Limits: 25 PPM
OSHA PEL: 25 PPM
ACGIH TLV: 123 MG/CUM

Cas: 1330-20-7
RTECS #: ZE2100000
Name: XYLENE, DIMETHYLBENZENE, XYLOL
% Wt: 0-1%
Other REC Limits: 100 PPM
OSHA PEL: 100 PPM
ACGIH TLV: 100 PPM, SKIN
EPA Rpt Qty: 1000 LBS
DOT Rpt Qty: 1000 LBS

Health Hazards Data

Route Of Entry Inds - Inhalation: YES
Skin: YES
Ingestion: YES
Carcinogenicity Inds - NTP: NO
IARC: NO
OSHA: NO

Effects of Exposure: INGESTION: GASTROINTESTINAL DISTURBANCES, HARMFUL TO CNS.
ASPIRATION HAZARD W/LUNG INFLAMMATION & DAMAGE. SKIN:
ABSORPTION/IRRITATION/REDDENING/SWELLING/BURNING/DRYING/CRACKING. INHALATION:
NOSE/THROAT/RESPIRATORY TRACT IRRITATION/UNCONSCIOUSNESS/COMA/RESPIRATORY
ARREST/DEATH. EYES: IRRITATION/REDDENING/SWELLING/TEARS.
Explanation Of Carcinogenicity: NONE

Signs And Symptoms Of Overexposure: INGESTION: GASTROINTESTIONAL DISTURBANCES,
HARMFUL TO CNS, ASPIRATION HAZARD W/LUNG INFLAMMATION & DAMAGE. SKIN:
ABSORPTION/IRRITATION/REDDENING/SWELLING/BURNING/CRACKING. INHALATION:
NOSE/THROAT/RESPIRATORY TRACT IRRITATION. CNS EFFECTS
W/UNCONSCIOUSNESS/COMA/RESPIRATORY ARREST/DEATH. EYES: IRRITATION/REDDENING.
Medical Cond Aggravated By Exposure: DERMATITIS & LUNG DISORDERS.
First Aid: INGESTION: DON'T INDUCE VOMITING. IF VOMITING OCCURS KEEP HEAD BELOW
HIPS TO PREVENT ASPIRATION INTO THE LUNGS. SKIN: WASH W/SOAP & WATER.
INHALATION: REMOVE TO FRESH AIR. ADMINISTER ARTIFICIAL RESPIRATION IF NOT
BREATHING. IF BREATHING ISDIFFICULT GIVE OXYGEN. EYES: FLUSH W/PLENTY OF
WATER FOR 15 MIN. OBTAIN MEDICAL ATTENTION IN ALL CASES. PHYSICIAN NOTE: NO
SPECIFIC ANTIDOTE. (CON'T SEE SUPP)

Handling and Disposal

Spill Release Procedures: WEAR PROTECTIVE EQUIPMENT & REMOVE ALL SOURCES OF
IGNITION. COLLECT MATERIAL FOR DISPOSAL IN A CONTAINER FOR FLAMMABLE WASTE.
WASTE MATERIAL IS A RCRA HAZARDOUS WASTE DUE TO IGNITABLILTY.
Handling And Storage Precautions: KEEP AWAY FROM HEAT SOURCES, SPARKS OR FLAME. DON'T SWALLOW (HARMFUL OR FATAL).

Other Precautions: DON'T BREATHE VAPORS. AVOID EYES & SKIN CONTACT.

Fire and Explosion Hazard Information

Flash Point Method: SCC
Flash Point Text: 130-140F

Extinguishing Media: WATER FOG, FOAM, ALCOHOL FOAM, CO2 & DRY CHEMICAL.

Fire Fighting Procedures: USE POSITIVE PRESSURE SELF-CONTAINED BREATHING APPARATUS WHEN ENTERING A CONFINED SPACE.

Control Measures

Respiratory Protection: USE NIOSH/MSHA APPROVED RESPIRATOR EQUIPMENT W/ CHEMICAL CARTRIDGE OR AN AIR SUPPLIED RESPIRATOR.

Protective Gloves: NEOPRENE OR NITRILE RUBBER

Eye Protection: GOGGLES

Other Protective Equipment: EYE WASH & SAFETY SHOWER.

Physical/Chemical Properties

B.P. Text: 320F
M.P./F.P. Text: <-10F

Reactivity Data

Stability Indicator: YES
Stability Condition To Avoid: HEAT, IGNITION SOURCES, SPARKS, STATIC ELECTRICITY & ETC.

Toxicological Information

Ecological Information

MSDS Transport Information
HAZCOM Label

Product ID: ST3008 STP DIESEL FUEL TREATMENT & INJECTOR CLEANER
Cage: DO273
Assigned IND: Y
Company Name: FIRST BRANDS CORP (PHONE:203-728-6194)
Street: 88 LONG HILL ST
City: EAST HARTFORD CT
Zipcode: 06108
Health Emergency Phone: 203-731-2300
Label Required IND: Y
Date Of Label Review: 09/07/1992
Status Code: C
Label Date: 09/07/1992
Origination Code: F
Chronic Hazard IND: Y
Eye Protection IND: YES
Skin Protection IND: YES
Signal Word: DANGER
Respiratory Protection IND: YES
Health Hazard: Severe
Contact Hazard: Severe
Fire Hazard: Severe
Reactivity Hazard: None


Disclaimer (provided with this information by the compiling agencies): This information is formulated for use by elements of the Department of Defense. The United States of America in no manner whatsoever expressly or implied warrants, states, or intends said information to have any application, use or viability by or to any person or persons outside the Department of Defense nor any person or persons contracting with any instrumentality of the United States of America and disclaims all liability for such use. Any person utilizing this instruction who is not a military or civilian employee of the United States of America should seek competent professional advice to verify and assume responsibility for the suitability of this information to their particular situation regardless of similarity to a corresponding Department of Defense or other government situation.