*************** SECTION 1: PRODUCT IDENTIFICATION ***************

MANUFACTURERS ADDRESS : 1101 THIRD STREET SOUTH, MINNEAPOLIS, MN 55415
PHONE NUMBER : (612) 332-7371
4 HR EMERGENCY PHONE NO : 1-888-345-5732
CHEMICAL NAME OR FAMILY : PAINT PRODUCT
FORMULA : NOT APPLICABLE
TRADE NAME : 112400 GOOF OFF 55 GAL DRUM
ISSUE DATE : 04-25-01 DATE PRINTED : 07-18-02

*************** SECTION 2: HAZARDOUS INGREDIENTS ***************

<table>
<thead>
<tr>
<th>NAME</th>
<th>WT %</th>
<th>TLV TWA</th>
<th>TLV STEL</th>
<th>OSHA PEL</th>
<th>CEILING</th>
<th>RECOMMND</th>
</tr>
</thead>
<tbody>
<tr>
<td>COMMON (1): DIETHYLENE GLYCOL MONOMETHYL ETHER</td>
<td>&lt; 5%</td>
<td>NOT ESTAB</td>
<td>NOT ESTAB</td>
<td>NOT ESTAB</td>
<td>NOT ESTAB</td>
<td>30.00 PPM</td>
</tr>
<tr>
<td>CAS: 111-77-3</td>
<td>CHEMICAL: ETHANOL, 2-(2-METHOXYETHYL)Y -</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

| COMMON (2): ETHYLBENZENE | <20% | 100.00 PPM | 125.00 PPM | NOT ESTAB | NOT ESTAB | |
| CAS: 100-41-4 | CHEMICAL: ETHYL BENZENE |

| COMMON (NA): XYLENE | <80% | 100.00 PPM | 150.00 PPM | 100.00 PPM | NOT ESTAB | NOT ESTAB |
| CAS: 1330-20-7 | CHEMICAL: PHENYL, DIMETHYL |

| COMMON (NA): TOLUENE | < 5% | 50.00 (03) |
| CAS: 108-88-3 | CHEMICAL: TOLUENE |

CHEMICALS NOTED WITH A (*) ARE REPORTABLE UNDER SECTION 313 OF SARA TITLE III

1) = GLYCOL ETHER, SEE SECTION 5.
2) = THIS MATERIAL IS A CARCINOGEN PER IARC, OSHA
3) = PPM SKIN

ALL COMPONENTS OF THIS PRODUCT ARE IN COMPLIANCE WITH U.S. TSCA CHEMICAL SUBSTANCE INVENTORY REQUIREMENTS.

*************** SECTION 3: PHYSICAL DATA ***************

BOILING POINT: 230 DEG F. ( 110 DEG C. )
VAPOR PRESSURE MM HG AT 70 DEG F. ( 21 DEG C. ): 28.0
VAPOR DENSITY (AIR = 1.0): 4.1
SPECIFIC GRAVITY: 0.88
PERCENT VOLATILE BY VOLUME: 100.00
SECTION 3: PHYSICAL DATA

VAPORATION RATE (BUTYL ACETATE = 1): 2.0

SOLUBILITY IN WATER: NO

APPEARANCE/ODOR: NORMAL FOR A COATINGS PRODUCT.

pH: N.AV

COEFFICIENT OF WATER/OIL DISTRIBUTION: N.AV

SECTION 4: FIRE AND EXPLOSION HAZARD

FLASH POINT TCC/PM DEG F: 50
FLASH POINT TCC/PM DEG C: 10
LOWER EXPLOSIVE LIMIT: 1.00
UPPER EXPLOSIVE LIMIT: 7.00
UTO IGNITION - DEG F: N.AV DEG C: N.AV
SENSITIVITY TO IMPACT: NONE
SENSITIVITY TO STATIC DISCHARGE: N.AV

EXTINGUISHING MEDIA: CARBON DIOXIDE, DRY CHEMICAL, FOAM, AND/OR WATER FOG.

SPECIAL FIRE FIGHTING PROCEDURES:
FIRE FIGHTERS MUST WEAR SELF CONTAINED BREATHING APPARATUS OR AIR MASKS.
CONTAINERS EXPOSED TO FIRE SHOULD BE KEPT COOL WITH WATER SPRAY.

NOMAL FIRE AND EXPLOSIVE HAZARDS:
NONE

SECTION 5: HEALTH HAZARD DATA

THRESHOLD LIMIT VALUE: NOT REQUIRED FOR MIXTURE.

EFFECTS OF OVEREXPOSURE:
IMMEDIATE EFFECTS (ACUTE):
HARMFUL IF INHALED. MAY AFFECT THE BRAIN, NERVOUS SYSTEM OR RESPIRATORY SYSTEM, CAUSING DIZZINESS, HEADACHE, NAUSEA OR RESPIRATORY IRRITATION.
OVEREXPOSURE TO INGREDIENTS IN THIS PRODUCT MAY CAUSE NOSE AND THROAT IRRITATION, EYE IRRITATION, SKIN IRRITATION, LIVER DAMAGE, KIDNEY DAMAGE, CNS DEPRESSION, CORNEAL INJURY/EYE DAMAGE.

DELAYED EFFECTS (CHRONIC):
POSSIBLE BIRTH DEFECTS HAZARD. Contains ingredients which may cause birth defects based on animal data.
NOTICE: REPORTS HAVE ASSOCIATED REPEATED AND PROLONGED OCCUPATIONAL OVEREXPOSURE TO SOLVENTS WITH PERMANENT BRAIN AND NERVOUS SYSTEM DAMAGE. INTENTIONAL MISUSE BY DELIBERATELY CONCENTRATING AND INHALING THE CONTENTS MAY BE HARMFUL OR FATAL.
CONTAINS INGREDIENTS WHICH MAY CAUSE LIVER DAMAGE, KIDNEY DAMAGE.

MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE - ANY RESPIRATORY OR SKIN CONDITION.

EMERGENCY AND FIRST AID PROCEDURES:
EYE CONTACT: FLUSH IMMEDIATELY WITH PLENTY OF WATER FOR AT LEAST 15 MINUTES AND GET MEDICAL ATTENTION.
SKIN CONTACT: WASH THOROUGHLY WITH SOAP AND WATER.
INHALATION: IF AFFECTED BY INHALATION OF VAPOR OR SPRAY MIST, REMOVE TO FRESH AIR.
SWALLOWING: IF SWALLOWED, DO NOT INDUCE VOMITING. GIVE LARGE QUANTITIES OF WATER. IF AVAILABLE, GIVE SEVERAL GLASSES OF MILK. NEVER GIVE ANYTHING BY MOUTH TO AN UNCONSCIOUS PERSON. GET MEDICAL
Possible Routes of Entry: Inhalation, Ingestion, Skin Absorption.

**SECTION 6: REACTIVITY DATA**

**This Product Is Stable**

**Conditions To Avoid:** None

**Incompatibility:** Strong oxidizers

**Hazardous Decomposition Products:** Carbon dioxide/monoxide

**Hazardous Polymerization:** None

**SECTION 7: SPILL OR LEAK PROCEDURES**

Ventilate area. Avoid breathing of vapors. Use self-contained breathing apparatus or airmask for large spills in a confined area. Eliminate ignition sources. Remove with inert absorbent and non-sparking tools. Avoid contact with eyes.

**Waste Disposal Method:**

Dispose in chemical disposal area or in a manner that complies with local state, provincial and federal regulations. Do not incinerate closed containers.

**SECTION 8: SPECIAL PROTECTION INFORMATION**

**Respiratory Protection:**

Unless air monitoring demonstrates vapor/mist levels above applicable limits, no respirator is required. If respirator is required, the appropriate, properly fitted respirator (NIOSH/MSHA approved) should be worn during application. Follow respirator manufacturers directions for respirator use.

**Ventilation:**

Required for spraying or in a confined area, ventilation equipment should be explosion proof. Eliminate ignition sources

**Protective Gloves:** Usual hand protection for paint application.

**Eye Protection:** For spray application, use chemical goggles as a minimum. Otherwise, use safety glasses with side shields as a minimum.

**Other Protective Equipment:** Usual clothing for painting operations.

**SECTION 9: SPECIAL PRECAUTIONS**

**Precautions to be Taken in Handling and Storage:**

Containers should be grounded/bonded when pouring. Avoid free fall of liquid in excess of a few inches.

Keep away from heat, sparks and open flames. Keep container closed when not in use. Do not store above 120 deg F. (49 deg C.) Based on the product flash point and vapor pressure, suitable storage should be provided in accordance with OSHA regulation 1910.106/ONTARIO OH&S REGULATION 851 SECTION 22.
SECTION 9: SPECIAL PRECAUTIONS

EMPTY CONTAINERS MAY CONTAIN PRODUCT RESIDUE, INCLUDING FLAMMABLE OR EXPLOSIVE VAPORS. DO NOT CUT, PUNCTURE OR WELD ON OR NEAR CONTAINER. ALL LABEL WARNINGS MUST BE OBSERVED UNTIL THE CONTAINER HAS BEEN CLEANED OR RECONDITIONED.

ABBREVIATIONS USED:

OSHA—OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION;
ARC—INTERNATIONAL AGENCY FOR RESEARCH ON CANCER; LEL—LOWER EXPLOSIVE LIMITS;
UEL—UPPER EXPLOSIVE LIMITS; MG CU M—MILLIGRAMS PER METERS CUBED; MM—MILLIMETERS;
PPCF—MILLIONS OF PARTICLES PER CUBIC FOOT; MSHA—MINES SAFETY AND HEALTH ADMINISTRATION; NIOSH—NATIONAL INSTITUTE OF OCCUPATIONAL SAFETY AND HEALTH;
WMIS—WORKPLACE HAZARDOUS MATERIALS IDENTIFICATION SYSTEM; H—HOURS; HR—HOURS;
IA—NOT APPLICABLE; NOT EST—NOT ESTABLISHED; NTP—NATIONAL TOXICOLOGY PROGRAM;
P—LEAD; PEL—PERMISSIBLE EXPOSURE LEVEL; PPM—PARTS PER MILLION;
CC/PM—TAG CLOSED CUP/PENSKY-MARTEN; RECM—RECOMMENDED; TLV—THRESHOLD LIMIT VALUES.
N.AV—NOT AVAILABLE; N.AP—NOT APPLICABLE; C—CELSIUS; F—FAHRENHEIT

PREPARED BY SECTION

PREPARED BY: REGULATORY AFFAIRS DEPT.
TELEPHONE NUMBER : (612) 332-7371
ISSUE DATE : 04-25-01
DATE PRINTED : 07-18-02

DISCLAIMER SECTION

THE INFORMATION CONTAINED HEREIN IS BASED ON DATA CONSIDERED TO BE ACCURATE.
THE VALSPAR CORPORATION MAKES NO WARRANTIES EXPRESS OR IMPLIED AND ASSUMES NO RESPONSIBILITY FOR THE ACCURACY OR COMPLETENESS OF THE DATA. THE VALSPAR CORPORATION FURTHER ASSUMES NO RESPONSIBILITY FOR PERSONAL INJURY OR PROPERTY DAMAGE TO VENDEES, USERS, OR THIRD PARTIES CAUSED BY THIS MATERIAL. SUCH VENDEES OR USERS ASSUME ALL RISKS ASSOCIATED WITH THE USE OF THIS MATERIAL.