MATERIAL SAFETY DATA SHEET

Manufacturer's Name and Address:
HOC Industries, Inc.
3511 N. Ohio
P.O. Box 2609
Wichita, KS 67201-2609
Phone: 316-838-4663

Emergency Telephone Number
For Accidents or Spills:
1-800-633-8253 (PERS)

I. PRODUCT IDENTIFICATION

Trade Name and Synonyms: Charcoal Starter
Chemical Name and/or Family: Isoparaffinic Solvent
Chemical Formula: See Section II

II. COMPONENTS

<table>
<thead>
<tr>
<th>Hazardous Ingredients</th>
<th>CAS No.</th>
<th>% by wt.</th>
<th>OSHA</th>
</tr>
</thead>
<tbody>
<tr>
<td>ACGIH</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Mixture of C₉ - C₁₁ Isoalkanes</td>
<td>68551-16-6</td>
<td>100</td>
<td>N.E.</td>
</tr>
<tr>
<td>N.E.</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

*See Section III, Recommended Exposure Limit

III. OCCUPATIONAL CONTROL PROCEDURES

Eyes: Use safety glasses with side shields. Do not wear contact lenses.
Skin: Protective clothing such as uniforms, coveralls or lab coats should be worn.
Launder or dry clean when soiled. Gloves resistant to petroleum distillates required.
Inhalation: If vapor, mist or dust is generated in excess of permissible concentrations use respirator approved by NIOSH.
Ventilation: Local exhaust ventilation recommended. Recommended exposure limit is 400 ppm.

IV. EMERGENCY AND FIRST AID PROCEDURES

Eyes: Flush thoroughly with water for at least 15 minutes. Get medical attention.
Skin: Wash exposed area with soap and water. If irritation develops, seek medical attention.
Ingestion: Do NOT induce vomiting. Aspiration of this fluid can cause serious lung injury, i.e. chemical pneumonitis. CALL A DOCTOR IMMEDIATELY.